
NASA Technical Memorandum 106923

AIAA-95-2554

/"

f-

Cryogenic and Simulated Fuel Jet Breakup in
Argon, Helium and Nitrogen Gasflows

Robert D. Ingebo
Lewis Research Center

Cleveland, Ohio

Prepared for the

31st Joint Propulsion Conference

cosponsored by AIAA, ASME, SAE, and ASEE

San Diego, California, July 10-12, 1995

National Aeronautics and
Space Administration

(NASA-TM-106923) CRYOGENIC AND
SIMULATED FUEL JET BREAKUP IN

ARGCNt HELIUM ANO NITROGEN GAS

FLCWS (NASA. Le. is Research

Center) 15 p

N95-27030

Unclas

G3/35 0049842





CRYOGENIC AND SIMULATED FUEL JET BREAKUP IN ARGON,

HELIUM AND NITROGEN GASFLOWS

Robert D. Ingebo

National Aeronautics and Space Administration
Lewis Research Center

Cleveland, Ohio 44135

Abs_act

Two-phase flow atomization of liquid nitrogen jets was

experimentally investigated. They were co-axially in-

jected into high-velocity gas flows of helium, nitrogen

and argon, respectively, and atomized internally inside a

two-fluid fuel nozzle. Cryogenic sprays with relatively

high specific surface areas were produced, i.e., ratios of
surface area to volume were fairly high. This was indi-

cated by values of reciprocal Sauter mean diameters,
RSMD's, as measured with a scattered-light scanning in-

strument developed at NASA Lewis Research Center.

Correlating expressions were derived for the three atom-

izing gases over a gas temperature range of 111 to
422 K. Also, the correlation was extended to include

water-jet breakup data that had been previously obtained

in simulating fuel jet breakup in sonic velocity gasflow.

The final correlating expression included a new dimen-

sionless molecular-scale acceleration group. It was

needed to correlate RSMD data, for LN 2 and H20 sprays,

with the fluid properties of the liquid jets and atomizing

gases used in this investigation.

Nomenclature

A o fuel nozzle orifice area, cm 2

A d droplet surface area, cm 2

C d drag coefficient

D O liquid-jet diameter, cm

D3_l reciprocal Sauter mean diameter, cm -1

Dv. 5 volume median diameter, cm

go gravitational acceleration, 980 cm/sec 2

k correlation coefficient for Eq. (1)

kg thermal conductivity, g-cal/sec cm 2 (°C/cm)

m droplet weight, g

Nu Nusselt number, based on D32 or Dv. 5

n exponent for Eq. (1)

Re Reynolds number, based on D32 or Dv. 5

TO ambient airflow temperature, 293 K

t vaporization time, sec

V fluid velocity, cm/sec

V m rms gas molecular velocity, cm/sec

W weight flow of fluid, g/sec

We Weber number, based on D32 or Dr. 5

x axial downstream spray sampling distance, cm

Ix absolute viscosity, g/cm sec

p fluid density, g/cm 3

t_ surface tension relative to air, dynelcm

Subscripts

a acoustic

c calculated

d droplet

e experimental

f film

g gas

l liquid

w water



Introduction

Gas turbine and rocket engine performance and emis-

sions can be markedly improved when fuel spray surface

area is increased sufficiently to give a corresponding
increase in vaporization and burning rates. This was dem-

onstrated in Refs. 1 and 2, where it was found that, at

constant inlet airstream momentum, the nitrogen oxides
emission index varied inversely with the characteristic

fuel-spray drop size. This was attributed to combustion

rates being primarily functions of droplet surface area,

from which fuel vaporizes and ignites as it reacts with

oxygen. Once the initial droplet surface area of the entire

spray has been determined, in terms of characteristic

dropsize, it is possible to set initial boundary conditions

and calculate vaporization and burning rates based on ex-

perimentally derived expressions needed to model the over

all fuel spray combustion process.

The purpose of the present investigation of liquid ni-

trogen, LN 2, sprays was to obtain characteristic drop size

data, in terms of the Sauter mean diameter, D32, and de-
rive a correlating atomization expression that would be

valid for fuel, water and cryogenic liquid-jet breakup in

high-velocity gas flow. Drop size expressions for liquid

sprays, are needed that will cover wide ranges of liquid

properties so that they can then be readily used in fuel

spray combustion and icing wind-tunnel studies. In the
present study, three different atomizing gases were used.

Therefore a wide range of gas properties could be included

in the derivation of an expression relating Sauter mean

diameter to atomizing gas mass flux. Drop size measure-
ments were made close to the fuel nozzle orifice and used

to calculate the original unvaporized spray drop size.

A two-fluid fuel nozzle, similar to that used in the space

shuttle main engines, was selected for the present study.
It had been previously used, as reported in Ref. 3, in study-

ing the atomization of water jets that simulated fuel-jet

breakup in high-velocity gasflows. Large numbers of very

small droplets, i.e., water sprays having high surface-area

to volume ratios, were produced within the two-fluid

atomizer. A high ratio of surface-area to volume is desir-

able since it promotes very rapid rates of vaporization and

combustion. When the atomizing gas velocity is relatively

high, i.e., at sonic velocity, fuel jet atomization rapidly

occures within a two-fluid nozzle and spray formation is
rclativly complete at the nozzle orifice. Therefore, the ini-

tial spray drop size produced by the nozzle will not be

appreciably affected when the spray is injected into high

temperature and high velocity combustion gases. Once

the characteristic drop size produced by this type of

nozzle is known, it can be readily used in a combustion

environment even though measurements used to determine
the spray characteristic dropsize were made in an

atmospheric-pressure test section. However, such

measurements must be made in the breakup regime of

aerodynamic stripping, i.e., liquid jet atomization in high-
velocity gas flows.

Atomization studies, as discussed in Refs. 3 and 4, have

been made with the scattered-light scanner developed at
NASA Lewis Research Center to determine the effect of

liquid jet and atomizing gas properties on the drop size of

cryogenic and fuel-simulated water sprays. The results of

these studies were intended primarily for spray combus-

tion studies and rocket combustor applications. In the case

of combustion studies, it is generally preferred to use

Sauter mean diameter, D32, to characterize the sprays.
However, it should be noted that the reciprocal SMD is a

measure of the specific surface-area of a fuel spray and it

can be used to simulate the diameter of a single droplet
that has the same area to volume ratio as that of all of the

drops in the spray. In this RSMD form, D_ "l is useful in
calculating fuel spray vaporization and combustion rates,

in terms of droplet Reynolds and Nussclt numbers for mo-

mentum and heat-transfer from gasflows to sprays.

The primary purpose of the present atomization study,

was to obtain a single correlating expression for D_'21that
would be valid for many different liquid jets and atomiz-

ing gases and thereby cover a wide variety of fluid prop-

erties. To do this, it would be necessary to correlate drop

size data obtained from LN2 jet breakup studies with data
previously obtained for water spray studies. The result-

ing expression would then be applicable not only to fucl
and cryogenic sprays obtained with a two-fluid fuel nozzle

but also useful in wind-tunnel studies to determine airfoil

performance under simulated icing weather conditions.

In the previous study of LN 2 jet atomization described
in Ref. 4, drop size measurements were made in the pres-

ence of relatively high thermal gradients. When the

atomizing gas temperature was 295 K, the LN 2 droplet
temperatures were near the boiling point of 77 K. Thus

the heat transfer driving potential across the gas film was

218 K. This is considerably higher than that encountered

in the water spray study that is described in Ref. 3, in

which the temperature difference was only 13 K, at Tg =
295 K. Thus it was found that droplet vaporization had

very little effect on water spray measurements, when drop
size data were taken close to the atomizer orifice. How-

ever in the present study of a cryogenic liquid, it was found

that LN 2 jets very quickly disintegrated into large num-
bers of very small droplets. Some of the smallest drops

were completely vaporized before passing through the
laser beam of the drop sizing insturment. As a result, it

was only possible to make measurements of partially

vaporized LN 2 sprays.

Heat and momentum transfer relationships, which were
obtained from the droplet studies described in Ref. 5, were

used to determine the effect of droplet vaporization on

D32. This was made possible by using expressions for heat-
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transferanddragcoefficients,giveninRef.5,tocalcu-
lateunvaporizedcharacteristicdropsize,D32c,fortheLN2
sprays.ThusSautermeandiameterdataobtainedin the
presentcryogenicspraystudycouldbecomparedwith
dataobtainedinRef.2forwatersprays.Thiscomparison
ispossiblesincetheeffectofdropletvaporizationonthe
dropsizeofwatersprayswasnegligibleformeasurements
madeclose _o the nozzle orifice.

Numerous investigators, as reported in Refs. 6 to 10,

have studied the effect of atomizing-gas velocity, Vg, on
liquid jet atomization. According to predictions of atomi-

zation theory, D32 is proportional to Vgn, where n = -1.33.
Some of the investigators have reported drop size meas-

urements that gave values of n as low as -1.00. On the

other hand, some found that their drop size measurements

gave Vg exponents that agreed with atomization theory,
as shown in Table I. Such a discrepancy in results could

be attributed to the effect of droplet vaporization on drop

size measurements, when they were made at distances that
were relatively far downstream of the atomizer orifice.

This was found to be the case in Ref. 1 I, when water

spray sampling distances were increased from 2.2 to

6.7 cm. This caused the exponent n, for Vg, to decrease
from -1.33 to -1.00, as a result of the effect of drop

vaporization on drop size measurements.

The scattered-light scanner used in this study to meas-

ure D32 was developed by Buchele, Ref. 12. The LN 2
sprays were sampled with the upstream edge of the laser
beam located at a distance of 2 mm downstream of the

fuel nozzle orifice. This tended to minimize but not elimi-

nate the effect of droplet vaporization, on the change in

surface area, that produced partially vaporized sprays.
To evaluate the performance of the two-fluid fuel nozzle,

three different atomizing gases, i.e., He, N 2 and Ar, were
studied over a gas temperature range of 111 to 422 K.

Results of this investigation were then compared with

those obtained from previous water spray studies.

Apparatus and Procedure

A diagram of the two-fluid fuel nozzle used in this study

of multiphase flow atomization of cryogenic liquid jets is

shown in Fig. 1. It was mounted on the center line of a

24-cm diameter test section so that LN 2 sprays could be
injected downstream into low-velocity airflow, as shown

in Fig. 2. Drop size measurements of the sprays were made
with a laser scattered-light scanner. The upstream edge of
the laser beam was located at a distance of 2 mm down-

stream of the fuel nozzle orifice, as shown in Fig. 3. The

atomizer was operated at LN 2 and atomizing-gas pres-

sures ranging from 0.2 to 1.0 MPa.

At a temperature of 77 K, LN 2 was injected into the
airstream flowing outside of the fuel nozzle by gradually

opening the control valve until a desired flowrate of

51 g/sec was obtained, as indicated by a turbine flowmeter.

The atomizing gas, i.e., He, N 2 or Ar was then turned on
and gas weight flowrate was measured with a 0.51-cm

diameter sharp-edge orifice. After setting gas and LN 2

flowrates, the characteristic drop sizes, D32 and Dr.5, were
measured with the scattered-light scanner.

Fig. 3 shows the scattered-light scanner optical system.

It consists primarily of a laser beam expander with a spa-

tial filter, rotating scanning slit and a detector. Scattered-

light measurements were made as described in Ref. 12

This was accomplished by repeatedly sweeping a vari-

able length slit through the collecting lens focal plane.

Scattered-light energy data was obtained as a function of

scattering angle relative to the laser beam axis. A similar

method of measurement of particle size is described in
Ref. 13.

According to Ref. 12, scattered-light energy measure-

ments can be normalized by maximum energy and plot-

ted against scattering angle to obtain characteristic drop

sizes of sprays. This method was used in the present study

to determine both the Sauter mean diameter, D32, and vol-

ume median diameter, Dr. 5. Not only can this method be

used to determine characteristic drop size but it can also

be used to determine drop size dispersion, that is inde-

pendent of the particle size distribution function, as dis-
cussed in Ref. 12. Also, it should be noted that the scan is

repeated 60 times/sec. This averages out any temporal

variations in the energy curve.

The effect of spray pattern variations on drop size data

was minimized by sampling an entire cloud of droplets
with the laser beam. The instrument was calibrated with

five sets of monosized polystyrene spheres with diam-

eters of 8, 12, 25, 50, and 100 m, respectively. The LN 2

sprays were sampled very close to the atomizer orifice
and therefore contained relative high number-density

clouds of very small droplets. As a result, light-scattering

measurements required corrections for multiple scatter-

ing, as derscibed in Ref. 14. Also, drop size measure-

ments were corrected to include Mie scattering theory,

when very small droplets having diameters of 10 mm or
less were measured.

Repeatability tests gave agreement of experimental
measurements within +5 percent. The effect of severe

density gradients on background readings was eliminated

by taking readings with one of the high-temperature at-

omizing gases flowing through the fuel nozzle. This made

it possible to correct the light-scattering curves so that

accurate drop size measurements could be made.

Experimental Results and Discussion

The reciprocal Sauter mean diameter, RSMD, was

measured by sampling the entire liquid nitrogen, LN 2,
spray cross section, with the laser beam center line



located 1.2 cm downstream of the fuel nozzle orifice, as

shown in Fig. 1. Most of the LN 2 droplets were partially
vaporized as they traveled a distance of 1.9 cm through

the scattered-light scanner laser beam. Some of the very

small droplets were completely vaporized before they

could exit the laser beam. As a result, only measurements

of D32 e were obtained for partially vaporized sprays and
it was necessary to calculate the change in drop size that

occured, in order to determine the initial unvaporized spray

drop size, D32c, formed at the fuel-nozzle orifice. Such

data is needed to correlate initial LN 2 spray values of D32 c
with D32 data previously obtained for appreciably
unvaporized water sprays, as produced with two-fluid fuel

nozzles and reported in Ref. 3.

Correlation of D_2,_ With Atomizing-Gas Flowrate
Experimental values of D32 e were obtained, for par-

tially vaporized sprays, and plotted against atomizing-

gas flowrate, Wg, as shown in Fig. 4. LN 2 jet breakup
occurred primarily in the aerodynamic stripping regime

of liquid jet breakup, in high-velocity gas flow. Second-

ary breakup of droplets was not observed since the low-

gas velocity regime of capillary wave breakup of liquid

jets was not investigated. Thus, the following expression

was derived from the data plot shown in Fig. 4:

D_,le = keWg (1)

Values of exponent n and correlating coefficient ke are
given in Table lI for the three atomizing gases helium,

argon and nitrogen, respectively. For example, the fol-

lowing expression was obtained for nitrogen gasflow:

D31e = 385W_ "11 (2)

where values of D32 e and Wg are expressed as cm and
g/see, respeeatively.

The value of n = 1.11 does not agree with that of 1.33

predicted by atomization theory, for liquid-jet breakup in
high-velocity gasflow. This discrepancy is attributed to

the loss of very small LN 2 droplets that were completely

vaporized before drop size measurements could be com-

pleted with the scattered-light scanner.

Simultaneou_ Vaporization and Acceleration of D32
The LN 2 spray characteristic drop size D32 simulta-

neously accelerated and vaporized as it traveled through

the laser beam, i.e., a distance of x = 2.2 cm. The change

in drop size, dD32 over distance dx was calculated from
the following heat-balance expression:

dD22/dt = 4kgAT Nu / PlHt (3)

and the momentum balance expression:

mda : pgAd(Vg -Vd)2Co/2 (4)

which gives the change in droplet velocity, V o, and resi-
dence time t with distance, as shown in Figs. 5 and 6.

In Eq. (3), kg and rl are gas thermal conductivity and
liquid density, respectively, and R = H + C AT H is

-7 V p " V

the latent heat of LN 2, Cp is the specific heat of nitrogen

vapor and and AT = Tg -2T 1.Nusselt numbers for Eq. (3)
were calculated from the following expression:

NU= 2 + 0.303(pgD32AV/_tg) 0"6 (5)

which was derived in Ref. 5 from drop size data obtained

with a high-speed droplet tracking camera. Vaporization
rates of Jet-A fuel, n-octane, benzene, acetone, water and

several other liquids were obtained in that study. Calcu-

lated values of the Reynolds number are also plotted in

Fig. 6. Atomizing-gas viscosity and thermal conductivity

are evaluated at the average gas-film temperature, i.e.,

Tf = (Tg -T1)/2. Droplet surface temperature was approxi-

mately 77 K, i.e., close to the boiling point of LN 2 as the
droplets were accelerating and vaporizing. The latent heat

of vaporization of LN 2 was evaluated at 77 K and the
specific heat of nitrogen vapor was evaluated at the aver-

age gas-film temperature.

The rate at which atomizing gases He, Ar and N 2 de-
celerated in a surrounding low-velocity airflow was de-

termined as follows. At the fuel nozzle orifice, x = 0, gas

velocity was equal to acoustic velocity, V c. Subsequent
values of gas velocity, V_, were calculated from data given

in Ref. 15 and plotted over a distance of 3 cm downstream

of the fuel-nozzle orifice, as shown in Fig. 5. Also, it

should be noted that the drag coefficient for D32 was cal-

culated from the following expression: Cd = 27 Re 0.84,
which was also derived in Ref. 5.

Vaporization time, t, was calculated from the expres-

sion dt = dx/V d and plotted against downstream distance
x as shown in Fig. 6. Reynolds mumbers based on char-

acteristic drop diameter, D32 , are also plotted against x
and decreased from 380 to 155 as dropleat relative veloc-

ity also decreased over a distance of 2.2 cm.

Calculated values of D32e

The initial unvaporized value of D32 c was obtained from

experimental measurements of D32e, which were corrected
for changes in D32, as calculated from Eq. (3). Calculated

values of D32 c were correlated with atomizing-gas
flowrate, as shown in Fig. 7 and the following expression
was obtained:

Die = 368 W_ "33 (6)



whennitrogen was used as the atomizing gas, at a tem-

perature of 295 K. Comparing Eq. (6) with Eq. (2), which
was also derived for nitrogen gasflow, shows that the cor-

relating coefficient, k, is nearly the same in both equa-
tions. However, the value of exponent n for the partially

vaporized sprays is considerably less, i.e., 1.11 as com-

pared with 1.33 given in Eq. (6). This decrease in expo-
nent, e, indicates a marked effect of droplet vaporization

on drop size measurements. Also, it should be noted that

Eq. (6) agrees well with graphically determined values of

exponent, n, and with atomization theory, Ref. 16, which

predicts that n = 1.33 for liquid jet breakup in high-

velocity gasflow. This agreement of Eq. (6) with theory

indicates the initial characteristic spray drop size, D32 c,

can be readily computed by using the heat-transfer and

drag coefficient expressions reported in Ref. 5. Although

some very small droplets are completely vaporized dur-

ing spray drop size measurements, the characteristic

dropsize D32 does travel the entire length of the 1.9 cm
laser beam.

Correlation of D32 with Fluid Properties
In a previous atomization study reported in Ref. 4, it

was found that the volume median diameter of liquid ni-

trogen sprays, Dv. 5, could be correlated with the Weber
and Reynolds numbers raised to the 0.44 power. How-

ever, it was found that the product of Weber and Reynolds

number, WeRe, did not adequately show the effect of gas

mass flux on spray drop size. Therefore it was necessary

to multiply WeRe by the fluid density ratio, which also

had an exponent of 0.44. To obtain a similar correlating

expression for the Sauter mean diameter, D32 c was nor-

realized with respect to injector tube inside-diameter, D o,

and plotted against the product of WeRe and fluid density

ratio as shown in Fig. 8. Dr. 5 data obtained in the present

study are also plotted in Fig. 8. The following correlating

expression was obtained:

Do/D32 = k(WeRe Pg/Pl)0"44 (7)

which is similar to that given in Ref. 4, for the voume

median diameter, Dv. 5. However the value of k is differ-

ent. Also, Eq. (7) may be rewritten in terms of gas mass
flux as follows:

_0,44 / O.33

Do/D32 = k(D2/pl (8)
The first bracketed group primarily demonstrates the ef-

fect of liquid-jet properties on Sauter mean diameter. The

final group is simply gas mass flux.
From the plots shown in Fig. 8, values of k based on

Dv. 5 and D32 were calculated and recorded in Table 11I,

for the three atomizing gases. From these values of k, it is

evident that the relationship between Sauter mean diam-

eter, D32, and Dr. 5, the volume median diameter, may be

expressed as follows:

D32 = 1.41 Dr. 5 (9)

as based on measurements made with the scattered-light

scanner. The constant 1.41, in Eq. (9), is the same as that
obtained in calibration tests made with polystyrene

spheres.
In order to extend the usefulness of Eqs. (7) and (8),

the effects of gas properties on cryogenic spray forma-

tion were investigated. Three different atomizing gases
were tested and it was found that the variables given in

Eq. (7) would not give a single correlating expression for

all of the drop size data. Therefore the new dimensionless

group that was previously derived in Ref. 4, is plotted

against the proportionality constant kc, of Eq. (7), as shown

in Fig. 9. This Figure indicates kc is proportional to the

new group raised to the 0.75 power. Thus, with this group

it is possible to extend Eq. (6), to cover a wide range of

atomizing gas properties. However, to obtain a single cor-

relating expression for atomizing gas temperatures of 111,

295 and 422 K, it was necessary to multiply the group by

atomizing gas temperature normalized with respect to

ambient gas temperature, 293 K. As a result, Do/D32 c

was plotted against the dimensionless group in Eq. (7),

which was multiplied by the product of the new group

and the temperature ratio, as shown in Fig. 10. From this

plot, the following expression was obtained for liquid ni-

trogen sprays:

Do/D32c = k(WeRe pg/Pl) 0"44

(10)

where V m = (3RT/M) 0'5, i.e., the rms gas molecular ve-
locity. As expected, this expression is very similar to the
one obtained in Ref. 3 for water sprays. However, values

of the correlating constants, that were obtained in evalu-

ating D32 for LN 2 and water sprays, are quite different.
This was expected since there is considerable difference

in their physical properties.

Correlation of LN 2 andH20 Spray Data
In a previous investigation using the scattered-light

scanner, as discussed in Ref. 3, water sprays were used to

simulate fuel sprays and the following expression was de-

rived for liquid jet breakup in He, N 2 and Ar gasflows:



/ _0.44 / _ x0.75

Do/D32 = kw(WeRepg/pl ) _Pffm/gdts) (II)

This expression is quite similar to Eq. (10). However, the

temperature ratio, Tg/T o, is present in Eq. (10) but not in
Eq. (I1). In deriving Eq. (I1), in Ref. 3, the atomizing-

gas temperature, Tg, was 295 K and T O = 293 K. There-

fore the temperature ratio, Tg/T o, was essentially unity.
Thus Eq. (11) for water sprays agrees very well with

Eq. (10), that was derived in this study of LN2 jets. The

values of k are 8.15x10 -11 and 4.33x10 q l, for LN 2 and

H20 sprays, respectively.

In comparing the variables that control LN 2 and H20
jet breakup, it is obvious that considerable differences

exist in the properties of the two liquids. Therefore to

determine a single value for coefficient k that would be

valid for wide varieties of liquids, i.e., cryogenics, fuel

and water, a log-log plot ofk against droplet surface tem-

perature, TI, normalized with respect to ambient air

temperature, To, was made and it was found that, Do/D32 c
~(To/T1)0-44. As a result, the following correlating expres-

sion for LN 2 and water sprays was obtained from the plots
shown in Figs. 1 l(a) and (b):

[-P T -]0.44
D---g°= 4.32 x 10-111 rg (WeRe)-:2--/
D32 k Pl 11 l

Lp t,. go )ToJ
(12a)

for multiphase flow atomization, of liquid jets in two fluid

fuel nozzles, at high-velocity gasflows. This equation can
be rewritten as follows:

2 0.44 3
: c3 F Do Iw/A / T°] Ip'vm

D..,,;'2 Do Lp1"g g o/ TI .] Lgo_g

(12b)

where C32 = 4.32x10 -l 1.
By writing the equation in this form, the effect of liq-

uid temperature on D32, as given by the first bracketed
term, is clarified. It shows each variable and the power to

which it is raised. Thus, Eq. (12b) clearly gives the effect

of gas and liquid properties, and especially gas mass flux,

on reciprocal Sauter mean diameter, RSMD. Also, by sub-

stituting Cv. 5 for C32 in Eq. (12b), the value of reciprocal

volume median diameter, Dr. 5 is obtained. Since D32 =

1.41 Dr. 5, the value of Cv.5 is 3.0x10 -I1. However,
Eq. (12b) appears to be the most practical form of the

relationship, since it characterizes the spray in terms of

D32, which is a measure of droplet surface area per unit

volume of liquid, i.e., D_ = XillD 2/Xi nDi3 .

Concluding Remarks

The computational method used in this study is prima-

rily based on numerical integration of momentum and heat

transfer expressions previously derived in fuel droplet in-

vestigations, at NASA Lewis Research Center. With this

method, it was possible to determine the effect of droplet

vaporization on cryogenic sprays. With this knowledge

and by using experimental data obtained for partially va-

porized LN 2 sprays, the original negligibly vaporized
spray drop size produced at the orifice of the two-fluid

fuel nozzle was calculated. As a result, values of recipro-
cal Sauter mean diameter, RSMD, could then be corre-

lated with negligibly vaporized water spray drop size data
to yield an all encompassing expression that covered a

wide range of fluid properties, i.e., H20 and LN2jet prop-

erties as well as those of He, GN 2, andAr atomizing gases.
The effect of atomizing-gas mass flux on RSMD, as

shown in the final correlating expression obtained in this

study, agreed well with atomization theory for liquid-jet

atomization in the regime of aerodynamic stripping, i.e.,

high-velocity gasflow. This expression, Eq. (13), in it's
present form can be readily applied to analytical model-

ing of vaporization and combustion of fuel sprays, as based

on the initial spray drop size.
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TABLE L---GAS VELOCITY EXPON-

ENT, n, FOR LIQUID-JET BREAK-
UP IN HIGH VELOCITY GASFLOW

Source

Adelbert, Theory _6

Present study. (x = 2.2 cm)
Kim and MarshalP

Lorenzetto and Lefevbre 7

Nukiyama and Tanasawa, s

(x = 5 to 25 cm)
Weiss and Wol_ham 9

Wolf and Andcrso# °

Exponent

1.33
1.33

1.14

1.00

1.00

1.33

1.33

TABLE II.mEXPF_.RIMENTAL kc AND n VALUES
FOR EQUATION (1)

Gas k n

T, K 111 295 422 111 295 422
He 805 1 500 1 820 1.20 1.19 1.10

GN, 123 385 546 1.22 1.11 1.08
Ar 65 311 420 1.22 1.08 1.00

TABLE IlL--
CALCULATED k

VALUES FOR

EQUATIONS (7)
AND (8)

Gas Characteristic

drop size

D_,. D 5

He 90.0 63.6

GN 2 13.0 9.4
Ar 7.8 5.7
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